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roller rocker arms

Chrome-Moly Steel Rockers:
• Made from high grade chrome-moly steel, lighter and three 

times stronger than aluminum rocker arms
• Trunion, valve tip roller and shaft made from chrome-moly 

material, heat treated to insure long life
• Integral push rod seat
• Design allows clearance for most high  

performance valve springs 
• Extra large trunions for better load distribution  

and wear 
• Maximum open spring pressure 800 lbs.
• Laser etched with Engine Pro logo

Aluminum Roller Rockers
• Made from aircraft grade 7000 series aluminum
• Trunion, valve tip roller and shaft made from chrome-moly 

material, heat treated to insure long life
• Integral push rod seat design allows clearance for  

most high performance valve springs
• Extra large trunions for better load distribution and wear
• Maximum open spring pressure 800 lbs.
• Black anodized finish with Engine Pro logo

• Extra large trunions for better load distribution 

• Extra large trunions for better load distribution and wear
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Engine ProTM and the Engine Pro “E” logo are registered trademarks of Engine Parts Group, Inc. All Rights Reserved.

ENGINE PRO BRAND PRODUCTS
The Engine Pro line of engine products represents one of the best values available. Every Engine Pro 
part is manufactured with precision to meet the highest standards in the industry.  Whether for stock, 
street or high performance applications, Engine Pro products are priced to give engine professionals 
the ability to install the highest quality, most reliable engine parts every time. For full descriptions and 
complete application charts log onto www.goenginepro.com.

APPLICATION STUD DIA RATIO PART NUMBER

SB CHEV 3/8” 1.5 07-1100-16
SB CHEV 7/16” 1.5 07-1101-16
SB CHEV 3/8” 1.6 07-1102-16
SB CHEV 7/16” 1.6 07-1103-16
BB CHEV 7/16” 1.72 07-1114-16
SB FORD 3/8” 1.6 07-1117-16

CHROME-MOLY STEEL ROLLER ROCKER ARMS

APPLICATION STUD DIA RATIO PART NUMBER

SB CHEV 3/8” 1.5 07-1000-16
SB CHEV 7/16” 1.5 07-1001-16
SB CHEV 3/8” 1.6 07-1002-16
SB CHEV 7/16” 1.6 07-1003-16
BB CHEV 7/16” 1.7 07-1014-16
SB FORD 3/8” 1.6 07-1017-16

ALUMINUM ROLLER ROCKER ARMS




